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Actual Air Flow Rates VAF-200 CFM M³/Hr
Free Air 1300 2208

7.5m (25ft) Straight Flexible Ducting 1100 1868

7.5m (25ft) Flexible Ducting 1 x 90° bend 1050 1783

7.5m (25ft) Flexible Ducting 2 x 90° bend 875 1486

15m (50ft) Straight Flexible Ducting 1000 1700

30m (100ft) Straight Flexible Ducting 950 1614

Actual Flow Rate readings taken at 23.5°C (74.4°F) ambient
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TECHNICAL DATA MINIVEYOR AIR VAF-200

Miniveyor Air VAF-200 - 250W

A versatile portable ventilator with just the right  amount of power, the
VAF-200 is ideally suited for light industrial or utility applications.

A perfect workhorse for small confined spaces, such as manholes and
sewers, these compact ventilators deliver  maximum airflow for a safe,
comfortable and controlled work environment. The Blowers should be used
in temperatures below 65ºC/149ºF and the flexible ducting 150ºC/302ºF

Power Cable Length: 425cm    Motor Rating: IP42

Box Dimensions: 8.5kg - 38cm x 26cm x 40cm (19lbs-15”x10¼”x15¾”)
Also known as BT Ventilator K15

Air Flow
Rating

Power Current RPM Duct Dia. Size Weight

VAF-200
110 Volts

1350 m³/hour
800 CFM

250W
1/3 HP 2.6A 3450 200mm Flange

8 inch Flange
33cm x 25cm x 37cm
13” x 10” x 14½”

7.5 kg
15½ lbs

VAF-200
230 Volts

1350 m³/hour
800 CFM

250W
1/3 HP 1.1A 2850 200mm Flange

8 inch Flange
33cm x 25cm x 37cm
13” x 10” x 14½”

7.5 kg
15½ lbs

*The VAF-200 is for use in Non-Explosive
and Non-Flammable environments only

EN 60335-2-80 :2003 + A1: 2004 + A2 : 2009.
EN60335-1 : 2012 + A11 : 2014.
EN 62233 : 2008
RoHs Directive (2002/95/EC)

Conforms to the following
directives:


